
The very best in Electric Potato Chipping from the innovators at IMC.  
Rated at up to 25kg/min. for production to suit the busiest kitchen. 
Constructed of sturdy polished stainless 
steel with waterproof switches and safety 
interlocks for ease of operation.  
The baffle plate prevents access to the rotor, 
whilst the micro-switch fitted to the hopper 
ensures operator safety.
The self-feeding hopper holds 12kg of 
potatoes. 
A full choice of kife/blade sizes are available 
to order.

STANDARD FEATURES INCLUDE:
• Hopper safety interlock
• Knife block safety interlock
•  Patented single blade design for  

safe and quick replacement
• Automatic thermal overload
•  Toothed belt drive
•  No-volt release to prevent  

automatic restart if power is cut.

PC2 SPECIFICATIONS:  
CAPACITY up to 25 Kg/Minute
• 12 Kg capacity Hopper
• All stainless steel construction.
• Supplied with knife size to order  
• Dimensions: 550mm x 370mm x 715mm
• 250V  0.18Kw supplied with 2.5m lead and 10A plug
• Packing dimensions (h x w x d) 670mm x 420mm x 670mm
• Packing volume0.188m3
• Packing weight (gross/net) 56kg/46kg

 MODEL TYPE KNIFE

F61/201 PC2 8mm knife.

F61/211 PC2 12 mm knife.

F61/203 PC2 14mm knife.

F61/204 PC2 17x14 mm knife

F61/205 PC2 8mm Scallop blade

 CODE DESCRIPTION

S61/111 8mm knife block.

S61/060 12 mm knife block.

S61/151 14mm knife block.

S61/111 8mm Scallop blade

Due to our policy of continual product development and improvement, all details and specification are subject to change without notice.

ACCESSORIES 

ELECTRIC 
POTATO CHIPPER


